
SAMPLE MILTI-SERVICE VESSEL COI ENDORSEMENT

The paragraphs below describe the sample manning and operational endorsements that might be
found on the Certificate of Inspection of a vessel authorizing service as both an OSV and one or
more cargo and miscellaneous vessel services under 46 CFR Subchapter I.  It is not expected that
the sample endorsements below represent a comprehensive list of manning and operational COI
endorsements.  However, this list was developed to provide OCMIs guidance in preparing COI
endorsements for multi-service vessel operations.

FREIGHT (TOWING OR INDUSTRIAL) VESSEL SAMPLE MANNING

For vessels that either have no or some degree of basic automation:

1 MASTER 1 CHIEF ENGINEER
2* LICENSED MATES 2 LICENSED ENGINEERS
2 ABLE SEAMEN 3 OILERS
1 ORDINARY SEAMAN

For vessels that have automation fully complying with 46 CFR 61.40 and 62.01 through 62.35
and meeting the intent of 62.50-20 for a minimally attended engine room as determined by the
Cognizant OCMI :

1 MASTER 1 CHIEF ENGINEER
2* LICENSED MATES 2 LICENSED ENGINEERS
2 ABLE SEAMEN
1 ORDINARY SEAMAN

For vessels that have automation fully complying with 46 CFR 61.40 and 62.01 through 62.35
and meeting the intent of 62.50-30 for a periodically unattended engine room as determined by
the Cognizant OCMI:

1 MASTER 1 CHIEF ENGINEER**
2* LICENSED MATES 1 LICENSED ENGINEER**
2 ABLE SEAMEN
1 ORDINARY SEAMAN

*    If vessel is over 1000 GT, must provide 3 Licensed mates for voyages 400 miles or more in
length.

**  Provided the OCMI has reviewed, accepted and verified the vessel automation.  Manning
reductions in the engine department will be made only after a system has operated for a
sufficient period of time to demonstrate its reliability, as well as the crew’s ability to
maintain the vessel and perform all required evolutions.
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***OCEANS***

THIS VESSEL HAS BEEN INSPECTED AND APPROVED FOR MULTI-SERVICE
EMPLOYMENT AS AN OFFSHORE SUPPLY VESSEL (OSV), FREIGHTSHIP, TOWING
VESSEL OR INDUSTRIAL VESSEL, UNDER THE PROVISIONS OF D8 POLICY LETTER
09-2001.  IT MUST CONFORM AT ALL TIMES TO THE MOST STRINGENT DESIGN
AND EQUIPMENT STANDARDS OF EITHER SUBCHAPTER L, I, OR SOLAS
REGARDLESS OF THE SERVICE IN WHICH IT IS ENGAGED.  THE MASTER IS
REQUIRED TO RECORD THE TYPE OF SERVICE IN THE VESSEL’S LOGBOOK WHEN
THE VESSEL’S SERVICE HAS CHANGED.

THE SPECIFIED MANNING LEVEL IS CONTINGENT UPON THE PROPER OPERATION
OF THE ENGINEERING AUTOMATED CONTROL/MONITORING SYSTEMS.  ANY
MAJOR ALTERATION OR ESSENTIAL COMPONENT FAILURE MUST BE REPORTED
IMMEDIATELY TO THE COGNIZANT OFFICER IN CHARGE MARINE INSPECTION.

IMMERSION SUITS ARE NOT REQUIRED WHEN THE VESSEL IS OPERATING IN THE
ATLANTIC OCEAN BETWEEN 32 DEGREES NORTH AND 32 DEGREES SOUTH
LATITUDE OR ANY OTHER WATERS BETWEEN 35 DEGREES NORTH AND 35
DEGREES SOUTH LATITUDES.

***OFFSHORE SUPPLY VESSEL***

THE FOLLOWING OPERATING CONDITIONS APPLY WHILE THE VESSEL IS
OPERATING AS AN OFFSHORE SUPPLY VESSEL, AS DEFINED BY 46 U.S.C. 2101(19),
ENGAGED IN THE SUPPORT OF EXPLORATION, EXPLOITATION, OR PRODUCTION
OF OFFSHORE MINERAL AND OIL INDUSTRY RESOURCES.

VESSEL IS PROHIBITED FORM DISCHARGING NOXIOUS LIQUID SUBSTANCE
RESIDUE TO THE SEA.

WHILE ENGAGED IN SUPPORT OF EXPLORATION, EXPLOITATION, OR
PRODUCTION OF OFFSHORE MINERAL OR ENERGY RESOURCES VESSEL
MANNING MAY BE REDUCED AS FOLLOWS:

1 MASTER 1 CHIEF ENGINEER
2 LICENSED MATES
2 ABLE SEAMEN
1 ORDINARY SEAMAN
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IN ADDITION, THE VESSEL MAY CARRY XX OTHER PERSONS IN THE CREW, YY
PERSONS IN ADDITION TO CREW, AND ZZ OFFSHORE WORKERS.

WHEN THE VESSEL IS OPERATING AS AN OSV AND IS ON A VOYAGE OF LESS
THAN 600 MILES, THE MANNING MAY BE REDUCED BY 1 LICENSED MATE AND 1
ABLE SEAMAN.  CONCURRENTLY, ZZ OFFSHORE WORKERS MAY BE CARRIED.

***TOWING VESSEL***

WHEN THE VESSEL IS OPERATING AS A TOWING VESSEL AND IS ON A VOYAGE
OF LESS THAN 600 MILES, THE MANNING MAY BE REDUCED BY 1 LICENSED
MATE AND 1 ABLE SEAMAN.

*** FREIGHT (TOWING OR INDUSTRIAL) VESSEL***

THE FOLLOWING OPERATING CONDITIONS APPLY WHILE OPERATING AS A
FREIGHT (TOWING OR INDUSTRIAL) VESSEL.

THIS VESSEL DOES NOT MEET THE U.S. DOUBLE HULL DESIGN STANDARDS OF 33
C.F.R. 157.10(d) AND MAY NOT CARRY OIL, AS DEFINED BY 33 CFR 157.03, IN BULK
IN INTEGRAL TANKS.

WHEN OPERATING AS A FREIGHT (TOWING OR INDUSTRIAL) VESSEL, THE
DISCHARGE OF FUEL OIL, PETROLEUM BASED DRILLING FLUIDS, OR OTHER
COMBUSTIBLE LIQUID TO A PLATFORM, FACILITY, MODU, OR OTHER VESSEL IS
PROHIBITED.
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